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FEATURES 


Your RadioShack Wireless Paging System keeps you ac- 
cessible in any environment where you need to be able to 
receive important messages. The system consists of a 
transmitter and one pager. Additional pagers (Ra- 
dioShack Cat. No. 17-6024) are available from your local 
RadioShack store. 



The transmitter can send ten different message codes 
(0-9) and address up to 1000 different pagers. The pager 
beeps or vibrates, and shows the message code on its 
display. The system’s features include: 

Non-Volatile Memory — stores system and pager codes 
for over one year, even without power. 

Pager Message Memory — stores the last eight mes- 
sage codes in the pager and lets you review them with 
the touch of a button. 


Group-Page and Page-All Feature — lets you send 
messages to a single pager, a group of pagers, or all 
pagers at once. 




© 1999 Tandy Corporation. 

All Rights Reserved. 

RadioShack is a registered trademark used by Tandy Corporation. 
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Center-Loaded Antenna — covers a range up to 1.4 
miles, depending on the surrounding conditions. You can 
replace the supplied antenna with an outdoor antenna to 
extend the transmitter’s range further. 

Battery Sentinel — shows when the pager’s battery lev- 
el is low. 


WARNING: To reduce the risk of fire or shock hazard, do not ex- 
pose this product to rain or moisture. 



CAUTION 


RISK OF ELECTRIC SHOCK. DO NOT 
OPEN. 



CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, 
DO NOT REMOVE COVER OR BACK. NO USER-SERVICE- 
ABLE PARTS INSIDE. REFER SERVICING TO QUALIFIED 
PERSONNEL. 



This symbol is intended to alert you to the pres- 
ence of uninsulated dangerous voltage within the 
product’s enclosure that might be of sufficient 
magnitude to constitute a risk of electric shock. 
Do not open the product’s case. 



This symbol is intended to inform you that impor- 
tant operating and maintenance instructions are 
included in the literature accompanying this prod- 
uct. 
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PREPARATION 


HOW YOUR PAGING SYSTEM WORKS 

Your paging system covers a range of up to 1.4 miles 
from the transmitter, using the supplied center-loaded an- 
tenna. This distance is based on average conditions over 
a line-of-sight path, and might be less, depending on sur- 
rounding conditions. 

The transmitter sends a number (from 0 to 9) to one pag- 
er, a group of pagers, or all pagers. When a pager re- 
ceives a message, it beeps or vibrates and displays the 
numeric message. Each pager has a label where you can 
write the message for each number. 

Each pager has its own pager code, which allows the 
transmitter to send a message to selected pagers or all 
pagers. You can record up to 100 pager codes and their 
corresponding users on each card located under the 
transmitter. 
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INSTALLING/REPLACING THE 
PAGER’S BATTERIES 

The pager is powered by two AAA batteries (not sup- 
piied, avaiiabie at your iocai RadioShack store). We rec- 
ommend aikaiine batteries. You can aiso use 
rechargeabie nickei-cadmium batteries or nickei-metai 
hydride batteries (see “Charging Rechargeabie Batteries” 
on Page 7). 

Cautions: 

• Use oniy fresh batteries of the required size and rec- 
ommended type. 

• Do not mix oid and new batteries, different types of 
batteries (standard, aikaiine, or rechargeabie), or 
rechargeabie batteries of different capacities. 

Note: Using rechargeabie batteries might reduce the op- 
erating range. 

To instaii or repiace the pager’s batteries: 

1 . Siide the LOCK switches on both sides toward the 
front of the pager to uniock the battery compartment, 
then siide off the battery compartment cover in the 
direction of the arrow. 
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2. Slide the ALKALINE/RECHARGEABLE switch inside 
the battery compartment to ALKALINE for alkaline 
batteries, or RECHARGEABLE for rechargeable 
nickel-cadmium or nickel-metal hydride batteries. 

3. Insert two fresh AAA batteries, as indicated by the 
polarity symbols (-i- and -) marked inside the com- 
partment. 

4. Replace the cover and slide LOCK on both sides 
toward the back of the pager to lock it. 

When batteries are low, b appears on the pager’s display 
when you press ON/OFF, and the pager beeps every 1 5 
seconds. Replace the batteries (or recharge recharge- 
able batteries). 

Warning: Dispose of old batteries promptly and properly. 
Do not burn or bury them. 

Note: The pager retains pager codes in memory during 
power loss. 

Charging Rechargeable Batteries 

A desktop charger (Cat. No. 17-6025) specially designed 
for use with the 17-6024 pager is also available at your 
local RadioShack store. It can hold and charge up to six 
17-6024 pagers. 
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To recharge nickel-cadmium or nickel-metal hydride bat- 
teries, be sure the ALKALINE/RECHARGEABLE switch in- 
side the pager’s battery compartment is set to 
RECHARGEABLE, then install the batteries in the battery 
compartment. Place the pager in one of the charger’s 
slots. 

The batteries normally require about 14 to 16 hours to ful- 
ly charge. The charging indicator turns green when 
charging is complete. 



MOUNTING THE TRANSMITTER 

You can operate the transmitter from a flat surface such 
as a table, counter, or shelf. Or, you can use the supplied 
wall-mount brackets to mount it on a wall. 

Note: Steel and concrete walls reduce transmitting 
range. If the transmitter is located in a concrete or steel 
building, and part of the coverage area is located outside 
the structure, place the unit and antenna close to a win- 
dow. 

Follow these steps to mount the transmitter on a wall. 
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1. Slide the wall-mount brackets into the wall-mount 
slots. 



2. Insert the center-loaded antenna’s connector into the 
ANTENNA jack on the side of the transmitter and turn 
it clockwise until the antenna locks in place. Fully 
extend the antenna, orient it vertically, and avoid con- 
tact with walls and metal objects. 
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Note: For greater range, you can use an outdoor 
base station antenna in piace of the suppiied 
antenna. Your iocai RadioShack store has a variety of 
antennas that wiii fit the transmitter’s PL259 antenna 
jack. 

Warning: When instaiiing or removing a base station 
antenna, use extreme caution. If it starts to faii, iet it 
go! It could contact overhead power lines. If the 
antenna touches the power line, contact with the 
antenna, mast, cable, or guy wires can cause electro- 
cution and death. Call the power company to remove 
the antenna. Do not attempt to do so yourself. 

3. Mark the positions for the two supplied mounting 
screws on the wall. The positions should be 578 
inches apart. Drill the two holes, then thread the two 
screws into the wall so their heads extend 'A inch. Do 
not over tighten the screws. 

4. Align the keyholes on the back of the brackets with 
the screws, then push the transmitter down to secure 
it to the wall. 
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5. Uncoil the black antenna ground wire and let it hang 
straight down. 



Note: Do not coil the antenna ground wire, even if it 
touches the ground, as this will decrease transmission ef- 
ficiency. For the best transmission, both the center-load- 
ed antenna and the black antenna ground wire must be 
fully extended. 
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CONNECTING POWER TO THE 
TRANSMITTER 

AC Power 

A Caution: You must use a Class 2 power source 
that supplies 12 volts DC and delivers at least 
1000 mA. Its center tip must be set to positive 
and its plug must fit the transmitter’s DC 12V jack. The 
recommended adapter meets these specifications. Using 
an adapter that does not meet these specifications could 
damage the transmitter or the adapter. 

1 . Connect the small end of the power cord into the 
transmitter’s DC 12V jack. 



2. Plug the other end of the power cord into a standard 
AC outlet. 

Note: The transmitter does not operate when power fails, 
but it retains the system code in memory for a year, even 
without power. 
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Vehicle Battery Power 

To operate the transmitter from a 12V DC power source, 
such as a car, truck, or boat that has a cigarette-lighter 
socket, use an optional adapter (not supplied, available 
at your local RadioShack store) to connect the transmitter 
to the cigarette-lighter socket. 

Note: This application might reduce transmission range. 



13 




17-6023.fm Page 14 Friday, August 6, 1999 11:01 AM 



OPERATION 


STORING THE TRANSMITTER’S 
SYSTEM CODE 


Before you can use the transmitter, you must designate a 
system code to ensure proper signaiing between the 
transmitter and pager(s). 





1 . Set ON/OFF on the ieft side of the transmitter to ON. 

2. Press PROGRAM (■)(■). The dispiay fiashes. Press 0. 

The stored system code appears, then . 

3. Enter a 3-digit system code. After about 1 second, 

the dispiay shows , indicating the system 

code is stored. 

If you make a mistake, repeat Steps 2-4. 
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Note: If you need to use more than 1 ,000 pagers, you 
can use more than one transmitter. In such cases, each 
system should have a unique system code. 



STORING THE PAGER CODE 


Before you use the supplied pager or any other pager, 
you must set the pager codes. 


1. Slide ii]/i(|/OFF on the pager 
to OFF. 

2. Hold down it]/t(|/OFF and 
slide it to either a] (audible) 
or id (silent). Continue hold- 
ing it down until the display 
then shows an L, indicating 
that the pager is ready to 
receive a new code. 

3. Make sure the transmitter is 
on. Enter a 3-digit pager 
code (000-999) then 0. 


i 
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4. Press PAGE on the transmitter. A red dot appears on 
the left side of the transmitter’s display for about 30 
seconds. The transmitter sends the pager and sys- 
tem codes to the pager. L flashes and the pager 
beeps four times (and vibrates twice if nj/tfl/OFF is set 
to ifl). Then 8 flashes and the pager beeps once. The 
pager flashes the code you sent (0) and beeps 12 
times. 

If you want the pager to have a new pager code, 
enter the new 3-digit pager code and 0, then press 

PAGE. 

After you press PAGE, the transmitter flashes the 4- 
digit code seven times and transmits the pager and 
system codes to the pager. After the codes are trans- 
mitted, the digits remain on the display until you turn 
off the transmitter or press CANCEL. 

5. Once the pager code is stored, turn the pager off, 
then on again before attempting to transmit a mes- 
sage code. 

Repeat Steps 1-5 to store or replace a code for each 
pager used with the transmitter. 
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Notes: 

• If the pager does not successfully store the pager 
code, repeat the steps. 

• You must reset all the pager’s codes when you store 
a new system code in your transmitter. 


SETTING THE PAGER’S MODE 

Siide n]/i(|/OFF to n] for audibie aierts, or i(| for siient 
aierts. 

When a message code is received, the pager fiashes the 
code on its dispiay. With the switch set to n], the pager 
sounds three series of four beeps for individuai and 
group paging, or 12 continuous beeps for aii-paging. With 
the switch set to t(|, the pager vibrates for about 3V2 sec- 
onds. 

Press ii]/i(|/OFF to stop an aiert during or just after the 
aiert. If you do not stop the alert, the pager beeps every 
minute to remind you there is a new page. 

Note: If the pager receives the same code twice within 30 
seconds, it ignores the second message code. 
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TRANSMITTING A MESSAGE CODE 

To a Single Pager 

1 . Set ON/OFF on the left side of the transmitter to ON. If 
the display shows unwanted pager or message 
codes, press CANCEL. 

2. Enter the 3-digit code for the pager you want to 
receive the message, then the 1 -digit message code 
you want to send. If you enter the wrong pager or 
message code, press CANCEL, then re-enter the cor- 
rect codes. 

3. Press PAGE. A red dot appears on the left side of the 
transmitter’s display, then the transmitter’s display 
flashes the pager and message code numbers. The 
pager’s display flashes the message code. The digits 
remain on the display until you: 

• Set ON/OFF on the left side of the transmitter to 

OFF. 

• Press CANCEL. - - - - appears. 

• Press PAGE again to resend the message code. 

4. Press CANCEL, then repeat Steps 2 and 3 if you want 
to send another message code to the same or 
another pager. 
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To a Group of Pagers or All Pagers 

1 . Set ON/OFF on the left side of the transmitter to ON. If 
the display shows unwanted pager or message 
codes, press CANCEL. 

2. Enter the 3-digit code for the group of the pagers you 
want to receive the message, then the 1 -digit mes- 
sage code you want to send. 

ALL represents 0-9 and can be inserted into any 
position of a 3-digit code to designate a specific 
group of pagers. 

• 1 0 ALL (message code) sends a message code to 
pagers numbered 100-109. 

• 1 ALL 0 (message code) sends a message code to 
pagers numbered 100, 110, 120, 130, 140, 150, 
160, 170, 180, and 190. 

• ALL 0 0 (message code) sends a message code to 
pagers numbered 000, 100, 200, 300, 400, 500, 
600, 700, 800, and 900. 

• 0 ALL ALL (message code) sends a message code 
to pagers numbered 000-099. 

To page all pagers, press ALL ALL ALL (message 
code). This sends the message code to pagers num- 
bered 000-999. 
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If you enter the wrong pager or message code, press 
CANCEL, then re-enter the correct codes. 

3. Press PAGE. A red dot appears on the left side of the 
transmitter’s dispiay, then the transmitter’s dispiay 
iights and fiashes the message code number 7 times. 
ALL appears as n on the dispiay, or ALL if you paged 
aii pagers. The digits remain on the dispiay untii you: 

• Set ON/OFF on the ieft side of the transmitter to 

OFF. 

• Press CANCEL. - - - - appears. 

• Press PAGE again to resend the message code. 

4. Press CANCEL, then repeat Steps 2 and 3 if you want 
to transmit another message code. 


REVIEWING STORED MESSAGE 
CODES 

The pager can store up to eight message codes. Repeat- 
ediy press ii]/[(|/OFF to view the stored message codes 
from the iatest to the oidest. - appears to indicate the 
end of the stored message codes. 
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Notes: 

• When the memory is full and a new message is 
received, the oldest message code is deleted from 
memory. 

• If a new message code is identical to the last mes- 
sage received, it will not be stored. 

• All stored message codes are erased when you set 
0]/[(|/OFF to OFF. 

• You can use the label on the front of the pager to 
record the message codes. Use a pointed object 
(such as a straightened paper clip) to carefully lift the 
protective cover, use a pencil to write the message 
for each code on the label, then replace the cover. 


USING THE BELT CLIP 

You can use the built-in belt clip to attach the pager to 
your clothing for handsfree carrying when you are on the 
go. 
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CARE AND MAINTENANCE 




Your RadioShack 4-Watt Wireless Paging System is an 
example of superior design and craftsmanship. The fol- 
lowing suggestions will help you care for your system so 
you can enjoy it for years. 



Keep the system dry. If it gets wet, wipe it 
dry immediately. Liquids might contain min- 
erals that can corrode the electronic circuits. 




Use and store the system only in normal 
temperature environments. Temperature 
extremes can shorten the life of electronic 
devices, damage batteries, and distort or 
melt plastic parts. 

Keep the system away from dust and dirt, 
which can cause premature wear of parts. 




Handle the system gently and carefully. 
Dropping it can damage circuit boards and 
cases and can cause the system to work im- 
properly. 

Use only fresh batteries of the required size 
and recommended type. Batteries can leak 
chemicals that damage your system’s elec- 
tronic parts. 
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Wipe the system with a damp cioth occa- 
sionaiiy to keep it iooking new. Do not use 
harsh chemicais, cieaning soivents, or 
strong detergents to ciean the system. 


Modifying or tampering with the system’s internai com- 
ponents can cause a maifunction and might invaiidate its 
warranty and void your FCC authorization to operate it. If 
your system is not performing as it shouid, take it to your 
iocai RadioShack store for assistance. 
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THE FCC WANTS YOU TO KNOW 

Your paging system might cause TV or radio interference 
even when it is operating properiy. To determine whether 
your system is causing the interference, turn off your 
paging system’s transmitter. If the interference goes 
away, your transmitter is causing the interference. Try to 
eiiminate the interference by: 

• Moving your transmitter away from the TV or radio. 

• Connecting your transmitter to an outiet that is on a 
different eiectricai circuit from the TV or radio. 

• Contacting your iocai RadioShack store for heip. 

If you cannot eliminate the interference, the FCC requires 
that you stop using your paging system. 
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SPECIFICATIONS 




Transmitter 

Operating Voltage DC 12V 

Current Drain Standby 150mA Maximum 

Transmitting 1200mA Maximum 


Transmitting Frequency 

System Codes 

Pager Number 

Message Code Number 

Transmitting Time 

RF Transmitter Power 

Range Up 

Number of Possible Pagers ... 
Dimensions (FIWD) 


27.255 MHz ±0.005% 

1000 Combinations 

1000 (000-999) 

10(0-9) 

30 Seconds ±1 0% 

3.5 W Minimum 

4.0 W Maximum 

to a Maximum of 1 .4 Miles 

1000 

7V8 X 8”/i6 X 27i6 Inches 


(180.32X204X61 .42 mm) 
Weight 20.11 oz (570 g) 
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Limited One- Year Warranty 

This product is warranted by RadioShack against manufacturing defects in material and 
workmanship under normal use for one (1) year from the date of purchase from Ra- 
dioShack company-owned stores and authorized RadioShack franchisees and dealers. 
EXCEPT AS PROVIDED HEREIN, RadioShack MAKES NO EXPRESS WARRANTIES 
AND ANY IMPLIED WARRANTIES, INCLUDING THOSE OF MERCHANTABILITY AND 
FITNESS FOR A PARTICULAR PURPOSE, ARE LIMITED IN DURATION TO THE DURA- 
TION OF THE WRITTEN LIMITED WARRANTIES CONTAINED HEREIN. EXCEPT AS 
PROVIDED HEREIN, RadioShack SHALL HAVE NO LIABILITY OR RESPONSIBILITY 
TO CUSTOMER OR ANY OTHER PERSON OR ENTITY WITH RESPECT TO ANY LIA- 
BILITY, LOSS OR DAMAGE CAUSED DIRECTLY OR INDIRECTLY BY USE OR PER- 
FORMANCE OF THE PRODUCT OR ARISING OUT OF ANY BREACH OF THIS 
WARRANTY, INCLUDING, BUT NOT LIMITED TO, ANY DAMAGES RESULTING FROM 
INCONVENIENCE, LOSS OF TIME, DATA, PROPERTY, REVENUE, OR PROFIT OR 
ANY INDIRECT, SPECIAL, INCIDENTAL, OR CONSEQUENTIAL DAMAGES, EVEN IF 
RadioShack HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. 

Some states do not allow the limitations on how long an implied warranty lasts or the exclu- 
sion of incidental or consequential damages, so the above limitations or exclusions may 
not apply to you. 

In the event of a product defect during the warranty period, take the product and the Ra- 
dioShack sales receipt as proof of purchase date to any RadioShack store. RadioShack 
will, at its option, unless otherwise provided by law: (a) correct the defect by product repair 
without charge for parts and labor; (b) replace the product with one of the same or similar 
design; or (c) refund the purchase price. All replaced parts and products, and products on 
which a refund is made, become the property of RadioShack. New or reconditioned parts 
and products may be used in the performance of warranty service. Repaired or replaced 
parts and products are warranted for the remainder of the original warranty period. You will 
be charged for repair or replacement of the product made after the expiration of the war- 
ranty period. 

This warranty does not cover: (a) damage or failure caused by or attributable to acts of 
God, abuse, accident, misuse, improper or abnormal usage, failure to follow instructions, 
improper installation or maintenance, alteration, lightning or other incidence of excess volt- 
age or current; (b) any repairs other than those provided by a RadioShack Authorized Ser- 
vice Facility; (c) consumables such as fuses or batteries; (d) cosmetic damage; (e) 
transportation, shipping or insurance costs; or (f) costs of product removal, installation, set- 
up service adjustment or reinstallation. 

This warranty gives you specific legal rights, and you may also have other rights which 
vary from state to state. 

RadioShack Customer Relations, 200 Taylor Street, 6th Floor, Fort Worth, TX 76102 
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